


Saf ety-ez Fuse 
1 ! ! Patented 

Lead (Pb) Free ® 
P.C. Board Type 

• Slow Blow (T), Surge Withstand 
• Size: 20(L) x lO(W) x 12.S(H)mm • Ampere Rating: 50mA~30A 
• Voltage: 250V and Less • Standard: IEC60127-3/IV 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94Y0 F1ame R esistant 

* Element: Silver Alloy 
* Pin: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ Direct Soldering To P.C. Board 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

' 

Specifications 
Opening Time / Pre-arcing Time: 

50mA-30A Carry 120 s 

13090050440 
13090063440 63mA 250V 
13090080440 80mA 250V 
13090100440 lOOmA 250 V 
13090125440 125 mA 250 V 
13090160440 160mA 250V 
13090200440 200mA 250V 
13090250440 250mA 250V 
13090315440 315mA 250V 
13090400440 400mA 250V 
13090500440 500mA 250V 
13090630440 630mA 250V 
13090800440 800mA 250V 
13091100440 lA 250 V 
13091125440 1.25 A 250V 
13091160440 1.6 A 250V 
13091200440 2A 250V 
13091250440 2.5A 250V 
13091315440 3.15 A 250V 
13091400440 4A 250V 
13091500440 SA 250V 
13091630440 6.3 A 250V 
13091700440 7A 250 V 
13091 800440 SA 250V 
13092100440 lOA 250 V 
13092120440 12A 250 V 
13092150440 15 A 250V 
13092160440 16 A 250V 
13092200440 20A 250V 
13092250440 25 A 250 V 
13092300440 30A 250V 

Min. 
400ms 

550 
350 
300 
250 
200 
180 
150 
135 
125 
110 
100 
100 
100 
100 
100 
80 
80 
80 
80 
80 
80 
80 
70 
70 

19.8 

~'"=====I = ) 

0.8 

22.5 

Max. Min. 
10 s 150 ms 

50A ?50V 
50A 250V 
50A ? 50V 

50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
63A 250V 
70A 250V 
80A 250V 

100A 250V 
120A 250V 
150A 250V 

200A 250 
250A 250 
300A 250 

• 

3 

300 
380 

850 
850 

1300 
1500 
2-WO 
3000 
000 

1.2 

Min. 
_O ms 

Scale: mm 

Max. 
150 ms 



Saf ety-ez FUSE 
New ! ! Patented 

Lead (Pb) Free ® 

• Slow Blow (T), Surge Withstand 
• Size: 20(L) x lO(W) x 12.S(H)mm • Ampere Rating: 50mA~30A 
• Voltage: 250V and Less • Standard: UL 248-14 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Pin: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ Direct Soldering To P.C. Board 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

)!j 19.8 

dl IP 

0.8 

10,0 

:l9 
Specifications 
Opening Time / Pre-arcing Time: 

22.5 ~ W~ -1._2 

50rnA-30A Carry 
Max. Min. Max. 
1 Hr 3 sec 120 sec 

13100050440 250V 
13 100060440 250V 
13100063440 250V 0.018 
13100080440 250V 0.029 
13100 100440 250 V 0.05 
13100125440 125 mA 250V 0.078 
13100150440 150 mA 250V 1050 0.12 
13100160440 160mA 250V 900 0.155 
13 100200440 200mA 250 V 700 0.24 
131002504 40 250 mA 250 V 600 0.29 
13 100300440 300mA 250V 550 0.5 
13100315440 315 mA 250V 500 0.6 
13100350440 350 mA 250 V 455 0.74 
13 I00400440 400mA 250V 400 
13100500440 500 mA 250 V 345 1.6 
13100600440 600mA 250V 285 2.16 
13100630440 630mA 250V 270 2.4 
13 100700440 700 mA 250V 260 2.95 
13100750440 750mA 250V 255 3 .37 
13100800440 800mA 250 V 245 4.8 
13101100440 lA 250V 2 10 6.2 
13 101125440 1.25 A 250 V 190 11 
13101150440 1.5 A 250 V 180 18 
13101160440 1.6 A 250 V 170 2 1 
13101200440 2A 250 V 160 34 
13 101250440 2. 5 A 250V 150 200A 250V 55 
13101300440 3A 250 V 14 0 ?OOA 250V 8 5 
131013 15440 3.15 A 250 V 135 200A 250V 95 
13101350440 3.5 A 250 V 130 200A 250V 120 
13101400440 4A 250 V 125 200A 250V 192 
l 3101500440 SA 250 V 120 200A 250V 300 
13 101600440 6A 250V 115 200A 250V 440 
13101630440 6.3 A 250V 115 ? OOA ?SOY 520 
13101700440 7A 250V 105 200A 250V 640 
13 101750440 7 .5 A 250 V 105 200A 250V 730 
13101 800440 SA 250 V 100 200A 250V 960 
13102100440 lOA 250 V 90 200A 250V 1500 
13 102120440 12 A 250V 90 200A 250V 1700 
13102150440 15 A 250V 60 200A 250V 2700 
13102160440 16A 250V 60 200A 250V 3100 
131 02200440 20A 250 V 60 2 00A 250V 4800 
13102250440 25 A 250 V 50 200A 250V 7500 
13102300440 30 A 250 V 50 200A 250V 10800 

• 

Scale: mm 



Saf ety-ez FUSE 
'' Patented 

Lead (Pb) Free ® 
SMDType 

• Slow Blow (T), Surge Withstand 
• Size: 15(L) x 9(W) x 12 (H) mm • Ampere Rating: 50mA~30A 
• Voltage: 250V and Less • Standard: IEC 60127-3/IV 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Terminais: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ P.C. Board Surface Mount 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, Protection 

and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

14.8 

D 
rB, Ld] 

RECOMMENDED 
PADLAYOUT 

Specîfications 
Opening Time / Pre-arcing Time: 

50mA-30A Carry 120 s 

Ordering Information: 

13310050440 50 mA 250 V 
13 310063440 63mA 250V 
13310080440 80 mA 250V 
13310100440 lO0 mA 250V 
13310125440 125 mA 250V 
13310160440 160mA 250 V 
13 310200440 200mA 250 V 
13310250440 250 mA 250 V 
13310315440 315 mA 250 V 
13310400440 400mA 250V 
13310500440 500mA 250 V 
13310630440 630mA 250V 
13310800440 800mA 250 V 
13311100440 lA 250V 
13311125440 1.25A 250 V 
13311160440 1.6 A 250V 
13 311200440 2 A 250 V 
13311250440 2.5 A 250 V 
13311315440 3. 15 A 250 V 
13311400440 4 A 250 V 
13311500440 S A 250 V 
13311630440 6.3 A 250 V 
13311700440 7 A 250V 
13311800440 S A 250 V 
13312100440 lO A 250 V 
13312120440 12 A 250V 
13312150440 15 A 250 V 
13312160440 16 A 250 V 
13312200440 20A 250 V 
13312250440 25 A 250 V 
13312300440 30A 250V 

Min. Max. 
400 ms 10 s 

1500 
1300 
1100 
1000 
900 
800 
600 
550 
350 
300 
250 
200 
180 
150 
135 
125 
110 
100 
100 
100 
100 
100 
80 
80 
80 
80 
80 
80 
80 
70 
70 

• 

8 

Max. 
3 s 

~ 

□ 
1 

Min. 
20 ms 

9.0 

16.0 

□ ] 
1 

Scale: mm 

Max. 
150 ms 



Saf ety-ez Fuse 
New ! ! Patented 

Lead (Pb) Free ® 
SMDType 

• Slow Blow (T), Surge Withstand 
• Size: lS(L) x 9(W) x 12(H) mm • Ampere Rating: 50mA~30A 
• Voltage: 250V and Less • Standard: UL 248-14 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Terminais: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ P.C. Board Surface Mount 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

14.8 

D . 
1 . . 
1 

8.8 

[E.- -;--1. gi_- -1] 
~ . . ➔ . . ~ ~ ~ . ~ 

. .0 . 1 

i 1 1 • . . . 

Specifications 
Opening Time / Pre-arcing Time: 

50mA-30A Carry 
Min. 
3 sec 

Ordering Information: 

13320050440 50mA 250V 
13320060440 60mA 250V 3 800 200A 250V 0 .016 
13320063440 6 3 mA 250 V 3600 200A 250V 0.018 
13320080440 80mA 250V 2400 200A 250V 0 .0 2 9 
1332010044 0 100 m A 250 V 1200 200A 250V 0 .05 
133201 25440 125 mA 250 V 1100 200A 2 50V 0 .078 
13320150440 150mA 250V 1050 200A 250V 0.12 
13320 160440 160mA 2 50V 900 200A 250V 0 .155 
13320200440 200 mA 250V 700 200A 250V 0 .24 
13320250440 250 mA 250V 600 200A 250V 0 .29 
13320300440 300 mA 250 V 550 200A 250V 0.5 
133203 15440 315 mA 2 5 0 V 500 200A 250V 0.6 
13320350440 350mA 250V 455 200A 250V 0.74 
13320400440 400mA 250V 400 200A 250V 
13320500440 500 m A 250V 345 200A 2 50V 1.6 
13 320600440 600mA 250V 285 200A 250V 2.16 
13320630440 6 30 mA 250V 270 200A 250V 2.4 
13320700440 700mA 250V 260 200A 250V 2 .95 
13320750440 750mA 2 5 0 V 255 200A 250V 3.37 
13320800440 800 m.A 250V 245 200A 250V 4.8 
13321100440 IA 250V 210 200A 2 50V 6.2 
13321125440 1.25 A 250V 190 200A 250V 11 
13321150440 1.5 A 250 V 180 200A 250V 18 
13 321160440 1.6 A 250V 170 200A 250V 21 
13321200440 2A 250V 160 200A 250V 34 
133212 50440 2.5 A 250V 150 200A 2 50V 55 
13321300440 3A 2 50V 140 200A 250V 85 
13321315440 3.15 A 250V 135 200A 250V 95 
13321350440 3.5 A 250V 130 200A 250V 120 
1332 1400440 4A 250V 125 200A 250V 192 
13321500440 SA 250V 120 200A 2 50V 300 
13321600440 6A 250V 115 200A 250V 440 
13321630440 6.3 A 250V 115 200A 2 50V 520 
13321700440 7A 250V 105 200A 250V 640 
13321750440 7. 5 A 250V 105 200A 2 50V 730 
13321800440 SA 250 V 100 200A 250V 9 60 
13322100440 lOA 2 50V 90 200A 2 50V 1500 
13322120440 12A 250 V 90 200A 250V 1700 
13322150440 15 A 250 V 60 200A 250V 2700 
13322160440 16 A 250V 60 200A 250V 3100 
13322200440 20A 250 V 60 200A 2 50V 4 800 
13322250440 25 A 250V 50 200A 250V 7500 
13322300440 30 A 250 V 50 200A 250V 10800 

• 

RECOMMENDED 
PAO LAYOUT 

□ 
1 

9.0 

16.0 

Max. 

□ ] 
1 

Scale: mm 

120 sec 



Saf ety-ez Fuse 
T · '' Patented 

Lead (Pb) Free ® 
... 

P.C. Board Type 

• Slow Blow (T), Surge Withstand 
• Size: 12(L) x 6(W) x S(H) mm • Ampere Rating: 50mA~20A 
• Voltage: 250V and Less • Standard: IEC 60127-3/IV 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Pin: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ Direct Soldering To P.C. Board 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For AU Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

Specifications 
Opening Time / Pre-arcing Time: 

0.8 

D 
12.4 

1 

1-- 7.5 .. 1 
0 .6 

Min. Max. Min. Max. 
50mA-20A Carry 400 ms 10 s 150 ms 3 s 

Ordering Information: 

1 ·. ~ 
13410050440 S0mA 250V 1000 
13410063440 63mA 250V 800 
13410080440 80mA 250V 650 
13410100440 l00mA 250V 500 
13410125440 125mA 250V 450 
13410160440 160 mA 250V 400 
13410200440 200mA 250V 300 
13410250440 250mA 250 V 220 
13410315440 315 mA 250V 210 
13410400440 400mA 250V 200 
13410500440 S00mA 250V 190 
13410630440 630 mA 250V 180 
13410800440 800mA 250V 160 
13411100440 lA 250V 140 
13411125440 1.25 A 250V 130 
13411160440 1.6 A 250V 120 
13411200440 2A 250V 100 
13411250440 2.5 A 250V 100 
13411315440 3.15 A 250V 100 
13411400440 4A 250V 100 
13411500440 SA 250V 100 
13411630440 6.3A 250V 100 
13411700440 7A 250V 90 
13411800440 SA 250V 90 
13412100440 10 A 250 V 90 
13412120440 12A 250V 90 
13412150440 15 A 250V 90 
13412160440 16 A 250V 85 
13412200440 20A 250 V 85 

Min. 
20ms 

Scale: mm 

Max. 
150 ms 



Saf ety--ez FusE 
New ! ! Patented 

Lead (Pb) Free ® 
P.C. Board Type 

• Slow Blow (T), Surge Withstand 
• Size: 12(L) x 6(W) x 8(H) mm • Ampere Rating: 50mA~20A 
• Voltage: 250V and Less • Standard: UL 248-14 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Pin: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ Direct Soldering To P.C. Board 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

Specificatio1,s 
Opening Time / Pre-arcing Time: 

50mA-20A Carry 

Ordering Information: 

13420050440 250V 
134 20060440 250V 
13420063440 250V 
13420080440 250V 
13420100440 lOOmA 250 V 
13420125440 125 mA 250 V 
13420150440 150mA 250V 
13420160440 160mA 250V 
13420200440 200mA 250 V 
13420250440 250mA 250V 
13420300440 300mA 250 V 
1342031 5440 315 mA 250 V 
13420350440 350mA 250V 
13420400440 400mA 250V 
13420500440 500mA 250 V 
13420600440 600mA 250 V 
13420630440 630mA 250 V 
13420700440 700mA 250 V 
13420750440 750mA 250 V 
13420800440 800mA 250 V 
13421100440 l A 250 V 
13421125440 1.25 A 250 V 
13421150440 1.5 A 250 V 
13421160440 1.6 A 250 V 
13421200440 2A 250 V 
13421250440 2.5 A 250V 
13421300440 3A 250 V 
13421 3 15440 3.15 A 250V 
13421 350440 3.5 A 250 V 
13421400440 4A 250 V 
13421500440 5A 250V 
13421 600440 6A 250 V 
13421630440 6 .3 A 250V 
13421700440 7A 250V 
1342 1750440 7.5 A 250V 
13421 800440 SA 250 V 
13422 100440 10 A 250V 
13422120440 12 A 250 V 
13422150440 15 A 250 V 
13422160440 16 A 250V 
13422200440 20A 250V 

0.8 

~ 
1300 
1250 
1200 
1100 
1000 
900 
850 
800 
600 
550 
400 
350 
320 
300 
250 
220 
215 
195 
195 
190 
18 0 · 
170 
160 
150 
140 
130 
125 
120 
120 
115 
110 
110 
105 
105 
100 
100 
90 
90 
70 
60 
60 

• 

D 
12.4 

1 .. 7.5 .. 1 

Min. 
3 sec 

200A 2 50V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 2 50V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 

0.6 - 11 .. 

0.008 
0.014 
0.016 
0.019 
0.038 
0.066 

0.1 
0 . 12 
0.18 

0.216 
0.36 
0.39 
0.49 
0.65 
1. 16 
1.75 

1.9 
2.45 
2.95 
3.45 
5.64 

9.8 
15 
18 
30 
50 
77 
90 

llO 
148 
267 
380 
430 
464 
500 
610 

1000 
1500 
2450 
2950 
4000 

Scale: mm 



Saf ety-ez FusE 
! ! Patented 

Lead (Pb) Free ® 
SMDType 

------

• Slow Blow (T), Surge Withstand 
• Size: 12(L) x 6(W) x 8(H) mm • Ampere Rating: 50mA~20A 
• Voltage: 250V and Less • Standard: IEC 60127-3/IV 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Terminal: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ P.C. Board Surface Mount 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ali Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

Specifications 
Opening Time / Pre-arcing Time: 

50mA-20A Carry 

Ordering Information: 

13430050440 
13430063440 
13430080440 
13430100440 
13430125440 
13430160440 
13430200440 
13430250440 
13430315440 
13430400440 
13430500440 
13430630440 
13430800440 
13431100440 
13431125440 
13431160440 
13431200440 
13431250440 
13431315440 
13431400440 
13431500440 
13431630440 
13431700440 
13431800440 
13432100440 
13432120440 
13432150440 
13432160440 
13432200440 

50mA 
63mA 
80mA 

lO0mA 
125mA 
160mA 
200mA 
250mA 
315 mA 
400mA 
500mA 
630mA 
800mA 

lA 
1.25 A 

1.6 A 
2A 

2.5 A 
3.15 A 

4A 
SA 

6.3 A 
7A 
8A 

l0A 
12A 
15 A 
16A 
20A 

250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 
250V 

Min. 
400ms 

800 
650 
500 
450 
400 
300 
220 
210 
200 
190 
180 
160 
140 
130 
120 
100 
100 
100 
100 
100 
100 
90 
90 
90 
90 
90 
85 
85 

D 
1 124 1 

□3 
Max. Min. 
10 s 

• 

150 ms 

50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V . 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
50A 250V 
63A 250V 
70A 250V 
80A 250V 
lO0A 250V 
120A 250V 
150A 250V 
160A 250V 
200A 250V 

Max. 
3 s 

0 .021 
0 .032 

0.05 
0.78 

0.128 
0.2 

0.312 
0 .422 

0 .96 
1.4 
2.6 
2.9 

6.95 
10 
15 
20 
28 
39 
70 

130 
198 
245 
320 
500 
720 

1150 
1300 
2100 

RECOMMENDED 
PADLAYOUT 

□ 
1 

Min. 
20 ms 

7.0 

13.0 

□ ] 
1 

Scale: mm 

Max. 
150 ms 



Safety-ezF SE 
New ! ! Patented 

Lead (Pb) Free ® 
SMDType 

• Slow Blo,, . t Surge \Yithstand 
• Size: 12(L x 6 x 8(H) mm • Ampere Rating: 50mA~20A 
• Voltage: 250-Y and Less • Standard: UL 248-14 
• Material: * Insulating Body: Fiberglass Reinforced Plastic, UL94V0 Flame Resistant 

* Element: Silver Alloy 
* Terminal: Copper With Tin Plated, 0.8mm Thickness 

Option: Gold or Silver Plated Available Upon Request 
■ -P.C. Board Surface Mount 
■ Shock Safe Casing ■ Low Internai Resistant 
■ High Vibration Resistant ■ Designed And Patented By GLORYTECH 
■ Application: TV, VCR, Monitor, Adapter, Communication Equipments, 

Protection and Safety For Ail Other Small Equipment 
■ Replace Conventional Cartridge Fuses 

Specifications 
Opening Time / Pre-arcing Time: 

50mA-20A Carry 

Ordering Information: 

13440050440 250V 
13440060440 250 V 
13440063440 250 V 
!3440080440 250V 
13440100440 250 V 
13440125440 250 V 
13440150440 150mA 250V 
13440160440 160mA 250 V 
13440200440 200mA 250V 
!3440250440 250mA 250 V 
13440300440 300mA 250 V 
134403 15440 3 15 mA 250V 
13440350440 350 rnA 250V 
13440400440 400mA 250V 
13440500440 500mA 250V 
13440600440 600 m A 250V 
13440630440 630mA 250 V 
13440700440 700mA 250V 
13440750440 750mA 250 V 
13440800440 800mA 250V 
13441100440 lA 250V 
13441125440 1.25 A 250 V 
13441150440 1.5 A 250 V 
13441160440 1.6 A 250V 
!3441200440 2A 250 V 
13441250440 2.5 A 250 V 
13441300440 3A 250V 
13441315440 3. 15 A 250 V 
13441.350440 3.5 A 250 V 
!3441400440 4 A 250V 
13441500440 5A 250V 
13441.600440 6 A 250 V 
13441630440 6.3 A 250 V 
13441700440 7A 250V 
13441750440 7.5 A 250V 
13441800440 SA 250 V 
13442100440 10 A 250V 
13442120440 12A 250 V 
13442150440 15 A 250V 
13442160440 16A 250V 
13442200440 20A 250 V 

Yoltage Drop Max. 
m 

.. 
1 ... ... 

: 1 

: .. ... 
550 
4 00 
3 50 
320 
300 
250 
220 
215 
19 5 
195 
19 0 
180 
17 0 
160 
150 
140 
130 
125 
120 
120 
11 5 
llO 
110 
105 
10 5 
100 
100 

9 0 
90 
7 0 
60 
60 
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12.4 
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?OOA 250V 
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?00A ?50V 
200A ?50V 
? OOA 2::>0V 
200A 250V 
? OOA 2:,0V 
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200A 2:,0V 
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?OOA 250V 
200A 250V 
200A 250V 
200A 250V 
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200A 250V 
200A 250V 
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200A250V 
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200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 
200A 250V 

0 
a:, 

Min. 
3 sec 

tr-7] 
1 

i . 

0.008 
0.014 
0.016 
0.019 
0.038 
0.066 

0.1 
0.12 
0.18 

0.216 
0.36 
0.39 
0.49 
0.65 
1.16 
1.75 

1.9 
2.45 
2 .95 
3.45 
5 .64 

9.8 
15 
18 
30 
50 
77 
90 

110 
148 
267 
380 
430 
464 
500 
610 

1000 
1500 
2450 
2950 
4000 
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Scale: mm 



Fuse Blocks For Fuse Link 

Material: Flame Retarding Plastic 
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Cover For Fuse Block 
Scale: mm 

Cover For Fuse Block Part No. 19370504424 
Material: Nylon 94V0 
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24.4 

1 [ ~Il llf ]I[ 
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Scale: mm 



Holder For Subminiature Fuse 1711N1714 Series 

Specifications 
Electrical: 

Specifications 
Electrical: 

1.6W / 6.3A Max. 
5mQMax. 

1 Kg. Min. / 0.6Kg. Max. 

1.6W / 6.3A Max. 
5mQMax. 

1 K . Min. / 0.6Kg. Max. 
Thennoplastic, 94 VO, 4.3mm Height 

Copper Alloy, Solderable, Tinned 

0 

"° 

1 MOUNTING HOLES 1 

1 5.08 1 

~i ~_J,_ ____ 4 --- -
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Scale: mm 
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Scale: mm 

P.C. Board Fuse Holder 

Specificatîons 
Electrical: 

Specifications 
Electrical: 

, !0A Max. 
AC 3000 V Min. 
5mQ 
IO0MQMin. 

Bayonet Knob 
P.B.T. 

Brass 

G 

For 5x20 mm Fuses 
r 29.0 I 

fr{ --~-·· j 9 Ll 125 ]1 
07.:; 10.5 l ;;; 22.0 J 
~---+ --

1 1 Scale: mm 

1- 12.5 -1 

For 5x20 mm Fuses 
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Scale: mm 



PC. Board Fuse Holder 

Specifications 
Electrical: 

Specifications 
Electrical: 

15AMax. 

AC 1500 V Min. 

1 K . Min. 

5mQMax. 

lO0MQMin. 

20mVMax. 

50
°C Max. 

Flame Retardin<> UL94V0 Thenno lastic 

Brass 

lO0MQMin. 

50
°

CMax. 

• • , • . Flame. Retarding UL94V0 Thermoplastic 

-i � � - � t1 · :;:t:'l:��]t-�tiif&f��� Brass 

For Bl�e ype Fuses 
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FUSIBLES LAC 
4 et rue· du Docteur Senlecq 

95290 L'ISLE-ADAM FRANCE

Tel int. : (00.33.1) 01.34.69.05.80

Fax int: (00.33.1) 01.34.69_.16.69

E-mail: lacsas@sfr.fr
Site internet : lacsas.com
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